Town of Middlesex, Vermont
Permit Fee: $35 Application for Driveway/Access Permit

Landowner’s Name: Phone:

Mailing Address:

The undersigned requests a driveway/access permit to allow construction of an access to serve the owner’s property

located on the side of Town Highway # also known as Road.

The proposed access will be located approximately feet/miles from the intersection of this road to
Road.

Proposed project is to: Construct a new access Change an existing access

The current land use is Residential Conservation Industrial Other (Explain)

Permit Requirements

1. A detailed site plan which depicts the following must accompany this application: (1) the exact placement of
any work or digging within the Town right-of-way, (2) length and width of construction project, (3) correct
sight distances for posted speeds. (See B-71 Sight distance chart)

2. All work must be completed within one (1) year from the date of this permit. If, within the period of said year,
work is not completed, the permit shall be considered void and the application process, with all associated
fees, must start again.

3. Permit site plan should meet all necessary factors set in place by VTrans Standard B-71, unless conditions at
the site do not permit compliance, as determined by the Middlesex Road Foreman/Road Commissioner.

4. All requirements set by VTrans Standard B-71 shall be checked by Road Foreman/Commissioner upon initial
inspection.

5. Ground stakes marking access boundaries must be in place and a site visit by the Road
Foreman/Commissioner is needed to approve initial access.

This permit is issued in accordance with Title 19, Section 111 of the Vermont Statutes Annotated and with the
understanding that construction shall comply with all applicable Federal, State, and local laws and regulations and
with any directions, restrictions or conditions listed below. Violations shall be corrected by the landowner in a
timely manner or the Town shall have the right to revoke the application for non-compliance, or make the necessary
changes the cost of which shall be borne by the landowner. Violations may also be subject to penalties and fines
prescribed by law. This permit shall be effective only for the current land use and any change in land use shall
require a new permit.

Access construction may begin only after an initial inspection is made and approved by Road Foreman /
Commissioner and shall be completed within one (1) year from the date of permit issuance. Applicant shall notify
the Road Foreman/Commissioner when work is completed. Final approval will be subject to final inspection for
acceptance by an authorized Town agent. In the case of new construction, building may not begin until the access is
completed, inspected, and approved. This permit will be effective upon compliance with such requirements as are
applicable and continue in effect for as long as the present use continues. Violations are subject to penalties set
forth in Title 10, Section 1111(a)(b)(j) VSA of fines not less than $100 nor more than $10,000 for each violation.

Has the proposed access been flagged (i.e., marked) at the site? Yes No
Site must be flagged before the application will be considered.

Applicant or Applicant Agent Signature: Date:




Town of Middlesex, Vermont

TO BE COMPLETED BY ROAD FOREMAN/COMMISSIONER:

Initial Site Inspection Completed By: Date:

Road Foreman/Commissioner Comments:

Permit Approval or Denial

O Denied Reason:

Approval to Proceed: Upon receipt of this permit, you are authorized to proceed with the project in accordance
with the conditions, specifications and restrictions, including Road Foreman/Commissioner recommendations,
contained in this document and any attachments to this document. Approval is granted only for the work described
in this application and must be performed as directed. The Permit Holder shall be responsible for all damages to
persons and/or property due to or resulting from any work allowed under this permit. The Permit Holder shall
defend, indemnify and hold harmless the Town of Middlesex and its officers, agents, and employees from all suits,
actions or claims of any character, name and description brought on account of any injuries or damages sustained by
any person or property, including all costs or expenses to defend against such suits, actions or claims.

Road Foreman/Commissioner Signature: Date:

Select Board Signature: Date:

Final Site Requirements

The final construction site should consist of the following requirements:

1. Minimum culvert size must be 30’ in length and 15” in diameter. Road Foreman/Commissioner shall explain
if larger culvert size is necessary.

2. Culvertinlet and outlet shall be installed with wing walls consisting of a minimum of 1’or larger diameter
stones or equivalent retaining device. This is so water and other forms of deterioration do not inhibit either
inlet or outlet or cause erosion to the driveway or Town Roadway.

3. Culvert depth, site distance, driveway slope/grade, radius, and widths are to follow requirements set by
VTrans Standard B-71 and shall be installed in a method as to not inhibit the Town’s Roadway. (Please See
Attached VTrans B-71 Standard)

Final Inspection Completed By: and was approved on this day
of 20
Signature of Final Approval: Date:

This permit was revoked for the following reasons:
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REVISIONS AND CORRECTIONS AS NEEDED
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CONFORM WITH NEWEST AASHTO CRITERIA
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